SPECIFICATION: 


1. ENGINE RATED AIR FLOW:- 2.77 kg/sec. 


2. EJECTOR NOZZLE AIR SUPPLY:- 
2.1 PRESSURE 7.5 bar ABSOLUTE. 
2.2 TEMPERATURE 206C. 


3. MATERIALS OF CONSTRUCTION: 
3.1 VORTEX TUBES - U.V. 
RESISTANT GLASS FILLED 
POLYPROPYLENE. 
3.2 GENERAL - ALUMINIUM ALLOY. 
3.3 BLEED MANIFOLD - ST/STEEL. 
3.4 EJECTORS - GLASS REINFORCED NYLON. 
3.5 FOD SCREEN - ALUMINIUM ALLOY 
3.6 FRAMEWORK/COVERS - CARBON FIBRE 
3.7 SEALS - SILICONE SPONGE/RUBBER 
4. FINISH:- 
4.1 ALUMINIUM ALLOY - SULPHURIC ANODISED & PAINTED MATTE BLACK. 
4.2 OTHER - NATURAL. 


5. DESIGNED IN ACCORDANCE WITH REQUIREMENT SPECIFICATION:- RSB05043. 


PERFORMANCE: 


6. BLEED FLOW RATE 0.014 kg/s MAX. @ CONDITIONS DEFINED IN SECTION 2 ABOVE. 


7. TOTAL PRESSURE DROP ACROSS INSTALLED PANEL IN HOVER CONDITIONS, 
AT 2.77 kg/sec ENGINE RATED AIR 
FLOW:- 21 mbar AT C.E.P. 


8. AT ISA STANDARD DAY SEA LEVEL CONDITIONS THE ESTIMATED DUST SEPARATION 
EFFICIENCY WITH ISO12103-1:A4 COARSE TEST DUST:- 94% GRAVIMETRIC. 


9. ESTIMATED WEIGHT OF KIT COMPLETE - 10 kg MAX. 


NOTES: 


1. PHANTOM LINES INDICATE PARTS NOT WITHIN PALL SCOPE OF SUPPLY 


2. APPLY LOCTITE, REF 07, TO ALL THREADED FASTENERS PRIOR TO ASSEMBLY. 


3. TORQUE VALUES FOR FASTENERS: M5: 4.0 Nm +/-10% 
M4: 2.0 Nm +/-10% 
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SECTION A-A 


SHOWING PORT CONNECTION DETAILS, TYP 1 POSN 


SCALE 1:1 
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PN: QB05043 REV: 
CAGE: U0088 SERNo: 
DMF: 
KITNo: 


COMPANY LABEL 
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TABLE SHOWING THE CO-ORDINATES 
OF MOUNTING HOLE CENTRE POINTS. 
CO-ORDINATES TO BE TAKEN FROM 


DATUM POINT 'A' DEFINED AT LOC G6. 


REFERENCE HOLES INDICATED BY ( ) 


MOUNTING HOLES 


POSITIONAL TOLERANCE:- 1.00 mm 


ACCESS COVER 


NOT PALL SCOPE OF SUPPLY 
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NOT PALL SCOPE OF SUPPLY 


POSTITON 
CO-ORDINATES 
X 
Y 
Z 


(A) 
0.0 
0.0 
0.0 


(B) 
165.1 0.0 
-1.4 


(C) 
-165.1 0.0 
-1.4 


(D) 
-413.6 0.1 -100.1 
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PART SECTION B-B 


SHOWING 1/4 TURN FASTENER, TYP 4 POSN 


SCALE 1:1 


1/4 TURN FASTENER RECEPTACLE 
DFCI PART NO. 2350-18-Z3CT 


1/4 TURN FASTENERS STUD 
DFCI PART NO. 121J-W480-SE-Z3CT 
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PART SECTION VIEW D-D 
SHOWING TYP SEAL CROSS SECTION 


SCALE 1:1 


AIRCRAFT FIREWALL - NOT PALL SCOPE OF SUPPLY 


PUREair PANEL 


AIRCRAFT COWLING - NOT PALL SCOPE OF SUPPLY 


